


PART  
NUMBER

TOOL  
MODEL

DRIVE
SIZE

TORQUE (ft. lbs.)
LOW            HIGH

RPM WEIGHT
(lbs.)

NOISE 
LEVEL

DIMENSION 
A

DIMENSION 
B

DIMENSION 
C

DIMENSION 
D

10644 RAD 10GX-2 0.75" 350 1000 85 9.9 80 db 10.3" 2.5" 2.75" 8.1"

17068 RAD 15DX-2 1.0" 500 1500 50 10.5 80 db 9.9" 2.7" 2.75" 8.1"

19773 RAD 25GX-2 1.0" 700 2500 44 16.6 80 db 12.0" 3.1" 3.3" 10.0"

24950 RAD 30DX-2 1.0" 1000 3000 49 16.1 80 db 12.2" 3.2" 2.75" 9.5"

RAD HIGH 
SPEED

A

B

C

D

Accuracy of +/–4%, Repeatability of +/–2%

IMPERIAL

PART  
NUMBER

TOOL  
MODEL

DRIVE
SIZE

TORQUE (Nm)
LOW            HIGH

RPM WEIGHT
(Kg)

NOISE 
LEVEL

DIMENSION 
A (mm)

DIMENSION 
B (mm)

DIMENSION 
C (mm)

DIMENSION 
D (mm)

19774 RAD 14GX-2-M 0.75" 475 1400 85 4.5 80 db 261 63 70 205

19775 RAD 20DX-2-M 1.0" 700 2000 50 4.7 80 db 251 68 70 205

19776 RAD 34GX-2-M 1.0" 950 3400 44 7.5 80 db 305 78 84 254

24952 RAD 40DX-2-M 1.0" 1400 4000 49 7.3 80 db 309 81 83 254

METRIC

Looking for high RPM productivity? RAD High Speed torque wrenches incorporate a precision-
engineered, high-speed gearbox designed for faster run down and quick reaction point positioning 
on time sensitive bolting applications.

The two-speed models feature a unique fully automatic gearbox design, eliminating the time-
consuming switch between high and low speed gear.

• Low weight tool 
holder made 
from high-density 
polypropylene

• Includes pressure 
gauge, filter, regulator 
and oiler

• The ultimate in power-to-weight ratio

• Wide torque range to suit multiple 
applications

• Unmatched reliability delivered by one 
of the most advanced engineered gear 
boxes on the market

• Controlled torque accuracy of  
+/- 4% and repeatability of +/- 2%

Extreme duty torque wrenches  
with high RPM productivity

FRL UNIT
FEATURES

PNEUMATIC
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PART
NUMBER

TOOL
MODEL

DRIVE
SIZE

TORQUE (ft. lbs.)
LOW            HIGH

RPM WEIGHT
(lbs.)

NOISE 
LEVEL

DIMENSION 
A

DIMENSION 
B

DIMENSION 
C

DIMENSION 
D

DIMENSION 
E

DIMENSION 
F

13495 RAD 7GX-R 0.75" 300 700 115 12 80 db 13.61" 2.48" 3.06" 1.68" 2.75" 8.98"

13691 RAD 10GX-NX 0.75" 200 1000 20 8 80 db 20.4" 2.48" 9.55" 1.68" 2.75" 8.98"

20810 RAD 15NDX-R 1.0" 300 1500 10 16 80 db 20.19" 2.7" 12.1" 1.75" 2.75" 8.98"

19339 RAD 15DX-NX 1.0" 300 1500 10 8.6 80 db 20.2" 2.7" 9.77" 1.75" 2.75" 8.98"

13477 RAD 1800NGX-R 1.0" 500 1800 10 27.5 85 db 20.26" 3" 11" 2" 3.31" 9.53"

Developed exclusively for extreme duty 
maintenance of mining haul trucks from 50–
400-ton capacities and front-end loaders. The 
extended nose allows safe access of virtually all 
wheel configurations found on today’s heavy 
equipment.

Designed with flexibility in mind. Complete 
with 3 different reaction arms and a nose 
extension for hard-to-reach areas, the NX Kit 
is a “go anywhere” tool capable of a variety of 
applications but especially suitable for off-road 
construction equipment.

Accuracy of +/–4%, Repeatability of +/–2%

IMPERIAL

PART 
NUMBER

TOOL MODEL DRIVE
SIZE

TORQUE (Nm)
LOW            HIGH

RPM WEIGHT
(Kg)

NOISE 
LEVEL

DIMENSION 
A (mm)

DIMENSION 
B (mm)

DIMENSION 
C (mm)

DIMENSION 
D (mm)

DIMENSION 
E (mm)

DIMENSION 
F (mm)

13541 RAD 10GX-R-M 0.75" 400 1000 115 5.4 80 db 345 63 78 43 70 228

14550 RAD 14GX-NX-M 0.75" 275 1400 20 3.6 80 db 518 63 243 43 70 228

20809 RAD 20NDX-R-M 1.0" 400 2000 10 7.2 80 db 513 69 307 44 70 228

19340 RAD 20DX-NX-M 1.0" 400 2000 10 3.9 80 db 513 69 248 44 70 228

13563 RAD 2400NGX-R-M 1.0" 700 2400 10 12.4 85 db 515 76 279 51 84 242

METRIC

NOSE EXTENSION (-R)

NOSE EXTENSION KIT (-NX)

RAD Wheel Nut Bolting & Off-The-Road (OTR) tools were designed with one job in mind – to secure 
wheel nuts on OTR mining trucks. This pneumatic torque wrench comes with a nose extension that is 
ideal for reaching wheel nut studs that are recessed and have tight clearances.

• Low weight tool holder 
made from  
high-density 
polypropylene

• Includes pressure 
gauge, filter,  
regulator and oiler

• Removable custom reaction 
arms designed to fit virtually on 
any wheel configuration.

• Extended reaction point for 
safe and quick operation

• Accuracy to ensure correct 
tightened wheels.

Precision Wheel Nut  
Bolting for Mining

FRL UNIT
FEATURES

RAD WHEEL 
NUT & OTR 
MINING

PNEUMATIC
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E-RAD BLU

Accuracy of +/-2.8%, Repeatability of +/-2%  |  *Also available in a 2.5” square drive.

RAD SMART SOCKETS™

TOUCH CONTROL CASE

PART 
NUMBER

TOOL 
MODEL

DRIVE
SIZE

TORQUE (Nm) 
LOW            HIGH

RPM
120V

RPM 
230V

WEIGHT
(Kg)

DIMENSION 
A (mm)

DIMENSION 
B (mm)

DIMENSION 
C (mm)

DIMENSION 
D (mm)

21985 E-RAD BLU 950-M 0.75" 135 950 15 30 5.5 340 65 78 275

24162 E-RAD BLU 2000-M 1.0" 270 2000 8 16 5.9 337 69 78 275

21986 E-RAD BLU 3400-M COMP 1.0" 340 3400 4.9 10 7.6 380 76 78 275

22434 E-RAD BLU 3400-90-M Degree 1.0" 340 3400 6 12 8.3 210 76 78 300

21987 E-RAD BLU 4000-M 1.0" 675 4000 4.1 8.5 11 430 86 88 287

21988 E-RAD BLU 8000-M 1.5" 1350 8000 2.1 4.5 13.5 419 100 100 287

21989 E-RAD BLU 10K-M 1.5" 2000 10000 1.5 3 15 432 105 105 287

24224 E-RAD  BLU 15K-M* 1.5" 4000 15000 1.2 2.3 20 465 127 127 287

PART 
NUMBER

TOOL 
MODEL

DRIVE
SIZE

TORQUE (ft. lbs.)
LOW           HIGH

RPM
120V

RPM 
230V

WEIGHT
(lbs.)

DIMENSION 
A

DIMENSION 
B

DIMENSION 
C

DIMENSION 
D

21980 E-RAD  BLU 700 0.75" 100 700 15 30 12 13.25" 2.5" 3.0" 10.65"

24161 E-RAD BLU 1500 1.0" 200 1500 8 16 13 13.28" 2.7" 3.0" 10.65"

21981 E-RAD  BLU 2500 COMP 1.0" 250 2500 4.9 10 18 14.8" 3.0" 3.0" 10.65"

24221 E-RAD BLU 2500 COMP–90 Degree 1.0" 250 2500 6 12 18 9.65" 3.0" 3.1" 11.83"

21982 E-RAD  BLU 3000 1.0" 500 3000 4.1 8.5 23.5 16.75" 3.4" 3.5" 11.29"

21983 E-RAD  BLU 6000 1.5" 1000 6000 2.1 4.5 29 16.5" 4.0" 3.5" 11.29"

21984 E-RAD  BLU 7500 1.5" 1500 7500 1.5 3 33 17.0" 4.25" 4.25" 11.29"

24234 E-RAD  BLU 11K* 1.5" 3000 11000 1.2 2.3 43 18.3" 5.0" 5.0" 11.29"

D

B

C

A

C

D

A

B

METRIC

IMPERIAL

RAD SMART SOCKETS™ can connect to the E-RAD BLU tool via Bluetooth technology. This 
combination allows you to automatically calibrate your E-RAD BLU to any joint!

E-RAD BLU precision torque wrench tools are designed to provide a high degree of accuracy  
(+/- 2.8%) and repeatability (+/- 2%). Using a patented gearbox design and the precision of an electric 
AC Servo motor, these tools deliver smooth continuous torque. Best of all, it’s the most affordable 
system on the market.

• Easy to use interface 

• Pre-sets for torque and 
angle adjustments

• Quick error-free torque 
and angle adjustments

• Complete 
recalibrations 

• Data logging with 
export to laptop

• Advanced data logging and tool 
management features

• Military grade single cable 
and connector system

• Available in a 90-degree gearbox

• LED indicator lights (pass/fail)

• Push-button select torque

• Lightweight and ergonomic pistol grip

Ability to use different  
handles with controller case 

FEATURES

ELECTRONIC

SHOWN WITH OPTIONAL 
MOUNTING ACCESSORY

OFFSET*90 DEGREE*
*Only available on certain models.

CASE

Durable, light weight, 
shock proof. Designed 
to protect your 
RAD investment.
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E-RAD BLU-S

Accuracy of +/– 2.8%, Repeatability of +/– 2%  |  *Also available in a 2.5” square drive.

D

B

C

A

C

D

A

B

PART 
NUMBER

TOOL
MODEL

DRIVE
SIZE

TORQUE (Nm)
LOW           HIGH

RPM
120V

RPM 
230V

WEIGHT
(Kg)

DIMENSION 
A (mm)

DIMENSION 
B (mm)

DIMENSION 
C (mm)

DIMENSION 
D (mm)

26937 E-RAD BLU-S 950-M 0.75" 135 950 15 30 5.9 380 72 77 270.5

26938 E-RAD BLU 3400-S-M COMP 1.0" 340 3400 5 10 8.6 412 87 77 270.5

22759 E-RAD BLU-S 4000-M 1.0" 675 4000 5 10 11.1 451 95 88 287

25282 E-RAD BLU-S 8000-M 1.5" 1350 8100 2.1 4.5 13.6 450 110.5 88 287

26939 E-RAD BLU-S 10K-M 1.5" 2000 10000 1.5 3 15.4 471 114 88 287

29315 E-RAD BLU-S 15K-M* 1.5" 4050 15000 1.5 2.3 20 503 132 88 287

METRIC

PART 
NUMBER

TOOL 
MODEL

DRIVE
SIZE

TORQUE (ft. lbs.)
LOW            HIGH

RPM
120V

RPM 
230V

WEIGHT
(lbs.)

DIMENSION 
A

DIMENSION 
B

DIMENSION 
C

DIMENSION 
D

30079 E-RAD BLU-S 700 0.75" 100 700 15 30 13 14.96" 2.84" 3.03" 10.65"

28836 E-RAD BLU-S 2500 COMP 1.0" 250 2500 5 10 19 16.21" 3.41" 3.03" 10.65"

31190 E-RAD BLU-S 3000 1.0" 500 3000 5 10 24.5 17.76" 3.73" 3.48" 11.29"

31191 E-RAD BLU-S 6000 1.5" 1000 6000 2.1 4.5 30 17.71" 4.35" 3.48" 11.29"

31192 E-RAD BLU-S 7500 1.5" 1500 8000 1.5 3 34 18.53" 4.48" 3.48" 11.29"

29314 E-RAD BLU-S 11K* 1.5" 3000 11000 1.5 2.3 44 19.81" 5.21" 3.48" 11.29"

IMPERIAL

RAD SMART SOCKETS™

TOUCH CONTROL CASE

RAD SMART SOCKETS™ can connect to the E-RAD BLU tool via Bluetooth technology.  
This combination allows you to automatically calibrate your E-RAD BLU to any joint!

The integrated transducer measures torque output in real time, ensuring the tool stops precisely where 
it needs to. This feedback loop allows the E-RAD BLU-S to operate accurately regardless of the joint 
condition and will even allow you to check a previously tightened bolt without applying too much torque. 

• Easy to use interface 

• Pre-sets for torque and 
angle adjustments

• Quick error-free torque 
and angle adjustments

• Complete 
recalibrations 

• Data logging with 
export to laptop

• Built-in transducer

• Advanced data logging and 
tool management features

• Password protection on three user levels: 
basic, intermediate, and advanced

• Operator identification ensures traceability 
of each torque sequence performed

• Capable of torque and angle 
bolting sequence

• LED indicator lights (pass/fail) 

• Extremely low noise level at only 75dB

Supreme Transducer  
Technology with High Accuracy

FEATURES

ELECTRONIC

CASE

Durable, light weight, 
shock proof. Designed 
to protect your 
RAD investment.

Great for horizontal or vertical 
applications and allows the 
tool to easily pivot between 
these two orientations.

SOFT SLING
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Accuracy of +/–4%, Repeatability of +/–2%  |  *Also available in a 2.5” square drive.

D

CA

B

The all-new B-RAD Xtreme (B-RAD X) raises the bar for torque range capacity with a battery tool, 
maxing out at an impressive 11,000 ft. lbs./ 15,000 Nm. – making the B-RAD X officially the biggest 
cordless torque tool on the market. Plus, with 4% accuracy this tool will stand up to the toughest 
scrutiny. The B-RAD X captures attention with its sleek new white design and rubber handle paired 
with RAD Torque’s patented and world-renowned gearbox technology. 

• Brushless DC motor for added 
durability and accuracy

• Redesigned anti-fatigue trigger switch 

• Standard hand-guard for added 
operator protection 

• Two-hand start options to 
prevent hand injuries 

• Battery latch lock to protect 
batteries from falling 

• 4-button interface with high-
contrast LED display provides 
feedback during operation.

• B-RAD X 5,000 ft. lbs./ 7,000 Nm 

• B-RAD X 8,000 ft. lbs./ 10,000 Nm

• B-RAD X 11,000 ft. lbs./ 15,000 Nm 

All New Tool with Extreme 
Battery-Powered Torque! 

FEATURES

ACCESSORIES
MODELS

PART 
NUMBER

TOOL
 MODEL

DRIVE
SIZE

TORQUE (Nm)
    LOW             HIGH

RPM WEIGHT
(Kg)

DIMENSION 
A (mm)

DIMENSION 
B (mm)

DIMENSION 
C (mm)

DIMENSION 
D (mm)

30657 B-RAD X 7000-M 1.5" 700 7000 2.4 10.5 318 95 95 362

30659 B-RAD X 10K-M 1.5” 1000 10850 1.7 13.8 349 108 108 369

30661 B-RAD X 15K-M* 1.5” 1500 15000 1.2 19.3 387 127 127 375

PART 
NUMBER

TOOL
 MODEL

DRIVE
SIZE

TORQUE (FT LBS)
   LOW             HIGH

RPM WEIGHT
(lbs)

DIMENSION 
A (in)

DIMENSION 
B (in)

DIMENSION 
C (in)

DIMENSION 
D (in)

30656 B-RAD X 5000 1.5" 500   5000 2.4 23 12.5 3.75 3.75 14.25

30658 B-RAD X 8000 1.5” 740 8000 1.7 30 13.75 4.25 4.25 14.5

30660 B-RAD X 11K* 1.5” 1100 11000 1.2 42 15.25 5 5 14.75

METRIC

IMPERIAL

SOFT SLING 
Great for horizontal or vertical 
applications and allows the tool 
to easily pivot between these two 
orientations. 

TOP HANDLE 
The top handle is intended 
for horizontal applications, or 
applications that can tolerate the 
extra envelope this adds to the tool. 

REAR HANDLE 
The rear handle is intended for 
vertical applications, or for use 
in conjunction with the sling in 
horizontal applications to provide 
a better leverage point over just 
the handle by itself. 

B-RAD  
XTREME
 NEW!   

BATTERY

DISPLAY

CASE

Durable, light weight, 
shock proof. Designed 
to protect your 
RAD investment.
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Accuracy of +/–5%, Repeatability of +/–2%

D

CA

B

PART 
NUMBER

TOOL 
MODEL

DRIVE
SIZE

TORQUE (Nm) 
LOW           HIGH

RPM WEIGHT
(Kg)

DIMENSION 
A (mm)

DIMENSION 
B (mm)

DIMENSION 
C (mm)

DIMENSION 
D (mm)

28264 B-RAD SELECT 700-M 0.75" 170 700 21.5 3.5 231 63 67 262

28266 B-RAD SELECT 1400-M 0.75" 270 1400 10.5 3.5 231 63 67 262

28267 B-RAD SELECT 1400-2-M 0.75" 540 1400 71 4.3 279 63 67 262

28268 B-RAD SELECT 2000-M 1.0" 400 2000 6 4.0 244 69 69 262

28269 B-RAD SELECT 2000-2-M 1.0" 400 2000 19.5 4.9 298 69 69 262

28270 B-RAD SELECT 4000-M 1.0" 800 4000 3 6.0 285 81 81 266

28271 B-RAD SELECT 4000-2-M 1.0" 800 4000 20 6.7 337 81 81 266

28272 B-RAD SELECT 7000-M 1.5" 1350 7000 2.1 8.8 295 95 95 272

PART 
NUMBER

TOOL 
MODEL

DRIVE
SIZE

TORQUE (ft. lbs.)
LOW            HIGH

RPM WEIGHT
(lbs.)

DIMENSION 
A

DIMENSION 
B

DIMENSION 
C

DIMENSION 
D

28283 B-RAD SELECT 500 0.75" 130 500 21.5 7.7 9.1" 2.5" 2.65" 10.3"

28285 B-RAD SELECT 1000 0.75" 200 1000 10.5 7.8 9.1" 2.5" 2.65" 10.3"

28286 B-RAD SELECT 1000-2 0.75" 400 1000 71 9.4 11" 2.5" 2.65" 10.3"

28287 B-RAD SELECT 1500 1.0" 300 1500 6 8.9 9.6" 2.7" 2.7" 10.3"

28288 B-RAD SELECT 1500-2 1.0" 300 1500 19.5 10.7 11.75" 2.7" 2.7" 10.3"

28289 B-RAD SELECT 3000 1.0" 600 3000 3 13.3 11.2" 3.2" 3.2" 10.5"

28290 B-RAD SELECT 3000-2 1.0" 600 3000 20 14.7 13.25" 3.2" 3.2" 10.5"

28291 B-RAD SELECT 5000 1.5" 1000 5000 2.1 19.3 11.6" 3.75" 3.75" 10.7"

METRIC

IMPERIAL

B-RAD  
SELECT

DISPLAY

BATTERY

The B-RAD Select Series offers higher speed and longer battery life while incorporating a new torque 
display with buttons. The B-RAD Select allows the user to easily select the target torque. Patented 
Product.

Durable, light weight, shock proof. Designed 
to protect your RAD investment.

• Digital torque settings, able to increase or 
decrease the value by 10 ft. lbs./ 10 Nm

• Torque ranges up to 5,000 
ft. lbs./ 7,000 Nm

• Equipped with the latest 
lithium-ion technology

• Suitable for pre-torque and 
service jobs where electricity or 
compressed air are not available

• Longer battery life 

Torque ranges up to  
5000 ft. lbs. / 7000 Nm

CASE
FEATURES
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Accuracy of +/–5%, Repeatability of +/–2%

 D

 A 

C  E

 B  F 

B-RAD SELECT 
OFFSET

PART 
NUMBER

TOOL 
MODEL

DRIVE
SIZE

TORQUE (ft. 
lbs.)

LOW        HIGH

RPM WEIGHT
(lbs.)

DIMENSION 
A

DIMENSION 
B

DIMENSION 
C

DIMENSION 
D

DIMENSION 
E

DIMENSION 
F

30002 B-RAD SELECT OFFSET 500 0.75" 130 500 21.5 8.7 10.2" 6.1" 2.5" 10.3" 3.3" 3.3"

29572 B-RAD SELECT OFFSET 1000 0.75" 200 1000 10.5 8.8 10.3" 6.1" 2.5" 10.3" 3.3" 3.3"

30004 B-RAD SELECT OFFSET 1500 1.0" 300 1500 6 9.9 10.9" 6.8" 2.7" 10.3" 3.4" 3.3"

30006 B-RAD SELECT OFFSET 3000 1.0" 600 3000 3 14.3 12.3" 8.2" 3.2" 10.3" 3.6" 3.3"

30008 B-RAD SELECT OFFSET 5000 1.5" 1000 5000 2.1 20.3 13.2" 9.1" 3.7" 10.3" 3.9" 3.3"

PART 
NUMBER

TOOL 
MODEL

DRIVE
SIZE

TORQUE (Nm)
LOW       HIGH

RPM WEIGHT
(Kg)

DIMENSION 
A (mm)

DIMENSION 
B (mm)

DIMENSION 
C (mm)

DIMENSION 
D (mm)

DIMENSION 
E (mm)

DIMENSION 
F (mm)

30003 B-RAD SELECT OFFSET 700-M 0.75" 170 700 21.5 3.9 260 155 63 262 83 83

29574 B-RAD SELECT OFFSET 1400-M 0.75" 270 1400 10.5 3.9 260 165 63 262 83 83

30005 B-RAD SELECT OFFSET 2000-M 1.0" 400 2000 6 4.4 277 172 69 262 86 83

30007 B-RAD SELECT OFFSET 4000-M 1.0" 800 4000 3 6.4 312 208 81 262 92 83

30009 B-RAD SELECT OFFSET 7000-M 1.5" 1350 7000 2.1 9.2 335 230 95 262 100 83

METRIC

IMPERIAL

The B-RAD Select Offset offers more flexibility for those tight spaces. The design is meant to allow 
the tool to get into spaces, specifically flanges, where there isn’t enough overhead clearance for most 
pistol grip tools. An excellent battery-powered alternative for flanges that only hydraulics could fit 
in. Patented Product.

Durable, light weight, shock proof. Designed 
to protect your RAD investment.

• Now with digital torque settings, 
able to increase or decrease the 
value by 10 ft. lbs./ 10 Nm

• Torque ranges up to 5,000 
ft. lbs./ 7,000 Nm

• Equipped with the latest 
lithium-ion technology.

• Suitable for pre-torque and 
service jobs where electricity or 
compressed air are not available.

• Longer battery life

The B-RAD Select with an  
offset gearbox for tight spaces

CASE
FEATURES

BATTERY

DISPLAY
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Accuracy of +/–5%, Repeatability of +/–2%

D

CA

B

PART  
NUMBER

TOOL
MODEL

DRIVE
SIZE

TORQUE (ft. lbs.)
LOW           HIGH

RPM WEIGHT
(lbs.)

NOISE 
LEVEL

DIMENSION 
A

DIMENSION 
B

DIMENSION 
C

DIMENSION 
D

21779 DB-RAD 500-2 0.75" 50 500 59 11 80 db 12.67" 2.5" 2.5" 10.25"

21783 DB-RAD 1000-2 0.75" 100 1000 19 11.6 80 db 13" 2.5" 2.5" 10.25"

21787 DB-RAD 1500-2 1.0" 150 1500 17 11.8 80 db 13" 2.7" 2.7" 10.50"

24965 DB-RAD 3000-2 1.0" 300 3000 13 19.5 80 db 15.2" 3.2" 3.2" 10.5"

PART  
NUMBER

TOOL
MODEL

DRIVE
SIZE

TORQUE (Nm)
LOW            HIGH

RPM WEIGHT
(Kg)

NOISE 
LEVEL

DIMENSION 
A (mm)

DIMENSION 
B (mm)

DIMENSION 
C (mm)

DIMENSION 
D (mm)

22876 DB-RAD 700-2-M 0.75" 70 700 59 5.0 80 db 321 63 63 279

22878 DB-RAD 1400-2-M 0.75" 140 1400 19 5.2 80 db 330 63 63 279

22880 DB-RAD 2000-2-M 1.0" 200 2000 17 5.3 80 db 330 68 68 279

24966 DB-RAD 4000-2-M 1.0" 400 4000 9 7.1 80 db 398 81 81 279

PART 
NUMBER

DESCRIPTION

26400 DB-RAD ANGLE OPTION

METRIC

IMPERIAL

DIGITAL B-RAD 
Digital B-RAD is the world’s first digital, cordless, and lithium-ion battery tool on the market. With 
advanced patented technology containing digital display and single increment torque settings.

• Available with torque and angle option

• Programmable pre-set torque settings

• Latest lithium-ion 18V battery technology

• High accuracy of +/-5%

• Automatic 2-speed gearbox

• Patented product

Ideal for applications where  
compressed air is not available

CASE
FEATURES

BATTERY

Durable, light weight, 
shock proof. Designed 
to protect your 
RAD investment.

DISPLAY
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Accuracy of +/–5%, Repeatability of +/–2%

A

B

C

D

PART 
NUMBER

TOOL
MODEL

DRIVE
SIZE

TORQUE (ft. lbs.)
LOW           HIGH

RPM WEIGHT
(lbs.)

DIMENSION
A

DIMENSION 
B

DIMENSION 
C

DIMENSION 
D

25628 V-RAD SELECT 1000 0.75" 100 1000 8.8 8.6 12" 2.5" 2.9" 8" 

25629 V-RAD SELECT 1500 1.0" 150 1500 5.7 9.6 12.25" 2.7" 2.9" 8" 

25631 V-RAD SELECT 3000 1.0" 300 3000 2.7 13.7 13.5" 3.1" 3.1" 8" 

PART  
NUMBER

TOOL
MODEL

DRIVE
SIZE

TORQUE (Nm)
LOW           HIGH

RPM WEIGHT
(Kg)

DIMENSION
A (mm)

DIMENSION 
B (mm)

DIMENSION 
C (mm)

DIMENSION 
D (mm)

25633 V-RAD SELECT 1400-M 0.75" 140 1400 8.8 3.9 305 64 74 203

25634 V-RAD SELECT 2000-M 1.0" 200 2000 5.7 5.9 311 69 74 203

25636 V-RAD SELECT 4000-M 1.0" 400 4000 2.7 6.2 343 79 79 203

METRIC

IMPERIAL

V-RAD SELECT
V-RAD Select electric torque wrench is used for the installation or removal of heavy-duty fasteners 
where accuracy, power, and safety are required. Quick adjust torque settings. Equal power in forward 
and reverse.

• Torque ranges up to  
3,000 ft. lbs./ 4,000 Nm

• Digital torque settings to increase and 
decrease the value by 10 ft. lbs./ 10 Nm

• Available in both 120V or 230V

Quick adjust torque with equal  
power in forward and reverse

FEATURES

ELECTRIC

CASE

Durable, light weight, shock proof. 
Designed to protect your RAD investment.
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B-RAD S

DISPLAY

PART 
NUMBER

TOOL 
MODEL

DRIVE
SIZE

TORQUE (Nm)
      LOW              HIGH

RPM WEIGHT
(Kg)

NOISE 
LEVEL

DIMENSION A 
(mm)

DIMENSION B 
(mm)

DIMENSION C 
(mm)

DIMENSION D 
(mm)

31801 B-RAD S 700-M 0.75" 70 700 21 4.2 85 311 63 70 254

31803 B-RAD S 1400-M 0.75" 135 1400 9.6 4.3 85 311 63 70 254

31805 B-RAD S 2000-M 1.0" 200 2000 5.6 4.9 85 321 69 70 254

31807 B-RAD S 4000-M 1.0" 400 4000 3.0 7.2 85 337 81 81 257

31809 B-RAD S 7000-M 1.5" 700 7000 1.9 9.8 85 362 95 95 267

PART 
NUMBER

TOOL 
MODEL

DRIVE
SIZE

TORQUE (ft. lbs.)
LOW        HIGH

RPM WEIGHT
(lbs.)

NOISE 
LEVEL

DIMENSION  
A

DIMENSION  
B

DIMENSION  
C

DIMENSION  
D

31800 B-RAD S 500 0.75" 50 500 21 9.2 85 12.25"         2.48" 2.75" 10"

31802 B-RAD S 1000 0.75" 100 1000 9.6 9.4 85 12.25" 2.48" 2.75" 10"

31804 B-RAD S 1500 1.0" 150 1500 5.6 10.8 85 12.63" 2.7" 2.75" 10"

31806 B-RAD S 3000 1.0" 300 3000 3 15.9 85 13.25" 3.18" 3.18" 10.13"

31808 B-RAD S 5000 1.5" 500 5000 1.9 21.7 85 14.25" 3.74" 3.74" 10.5"

Accuracy of +/–5%, Repeatability of +/–2%

D

CA

B

METRIC

IMPERIAL

Durable, light weight, shock proof. Designed 
to protect your RAD investment.

• Torque range up to 5,000 ft. lbs./  
7,000 Nm

• Longer battery life

• Bolt counter

• Brushless motor

• Password protection

• Built-in transducer

CASE
FEATURES

AUDIT 
EQUIPMENTAdvanced on-the-go  

auditing, at your fingertips
The B-RAD S auditing tool, leveraging strain gauge technology, features a built-in transducer for real-
time torque measurements, ensuring on-the-spot accuracy. It excels in bolt auditing applications, 
thanks to the integrated "prove" mode, allowing operators to check previously tightened bolts 
without the risk of over-torquing.

A must-have for on-the-go auditing, the B-RAD S torque wrench instills unmatched confidence in 
bolt tightening. With torque and angle capabilities, Bluetooth connectivity, torque check function, 
and automatic reaction arm release, it guarantees precise and reliable torque applications. Tailored for 
professionals in various industries, it seamlessly combines mobility with precision, delivering a flawless 
auditing experience and the assurance of securely tightened bolts.
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NEW

RAD SMART 
SOCKETS™

18K

12K

NEW

SMART SOCKET™ SERIES PART 
NUMBER

SOCKET HEX SIZE DRIVE 
SIZE

WEIGHT
(Kg)

DIMENSION (mm)
  HEIGHT A            DIAMETER B

SMART SOCKET™ 1500/2000-M 
(Metric range: 200-2000)

20879 33mm 1" 1.2 100 72

21363 36mm 1" 1.2 87 72

22158 41mm (1-5/8") 1" 1.2 87 72

20880 46mm (1-13/16") 1" 1.2 87 72

SMART SOCKET™ 3400/4600-M 
(Metric range: 460-4600)

20881 50mm 1" 1.5 89 86

20882 55mm 1" 1.5 89 86

20883 60mm 1" 1.5 89 86

SMART SOCKET™ 8000/10800-M 
(Metric range: 1100-10800)

23690 65mm (2-9/16") 1.5" 4 121 115

28722 70mm (2-3/4") 1.5" 4 121 105

20885 80mm 1.5" 4 121 115

SMART SOCKET™ 12000/16200-M 
(Metric range: 1600-16200)

25657 90mm 1.5" 5.8 126 131

25658 100mm (3-15/16") 1.5" 7.2 132 146

SMART SOCKET™ SERIES PART 
NUMBER

SOCKET HEX SIZE DRIVE 
SIZE

WEIGHT
(lbs.)

DIMENSION (in)
  HEIGHT A            DIAMETER B

SMART SOCKET™ 1500/2000-M 
(Imperial range: 150-1500)

25448 1-1/2" (38mm) 1" 2.96 3.42" 2.83"

22157 1-3/4" 1" 2.85 3.42" 2.83"

SMART SOCKET™ 3400/4600-M 
(Imperial range: 340-3400)

22110 1-7/8" 1" 4.05 3.52" 3.39"

24124 2.0" (51mm) 1" 3.72 3.52" 3.39"

29997 2-1/16" 1" 3.89 3.60" 3.39"

30211 2-1/4" (57mm) 1" 3.75 3.64" 3.39"

SMART SOCKET™ 8000/10800-M 
(Imperial range: 800-8000)

30212 2-5/8" (67mm) 1.5" 8.04 4.50" 4.13"

28722 2-3/4" (70mm) 1.5" 8.28 4.75" 4.13"

21915 3.0" (76mm) 1.5" 9.76 4.75" 4.53"

SMART SOCKET™ 12000/16200-M 
(Imperial range: 1200-12000)

27645 3-3/4" (95mm) 1.5" 13.3 5.21" 5.30"

32405 4-1/8" (105mm) 1.5" 16 5.20" 5.95"

27290 4-5/8" 1.5" 17.3 5.45" 6.40"

27289 3 7/8" 1.5" 17.1 5.45" 5.75"

SMART SOCKET 18000/24000-M* 
(Imperial range: 1800-18000) 33773 3 7/8" 2.5" 21 6.50" 5.71"

RAD Smart Sockets™ use RAD Torque’s transducer technology combined with custom sockets to 
measure the actual torque applied to the bolt during a torque cycle. Its compact size and innovative 
technology make the Smart Socket™ a perfect audit tool for inspecting bolted joints and it can 
function as a calibration device for various torque tools. Patented product. 

Strain gauge technology measures 
torque with instant read-out

Accuracy of +/–1%  |  *Must be used with a deep reaction arm.

IMPERIAL

B

A

Durable, light weight, 
shock proof. Designed 
to protect your 
RAD investment.

• Measures and displays peak torque

• Full data collection - export to 
email by PDF, XLS, CSV

• View in real time via Bluetooth 
onto your smartphone or tablet

CASE
FEATURES

AUDIT 
EQUIPMENT

METRIC
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