More than 25 years of experience in gearbox engineering and design has brought about our latest generation in planetary gearboxes – RAD Single Speed. Designed for extreme duty use in a variety of industries worldwide.

SPECIFICATIONS

Torque Ranges: 1000 ft. lbs. – 3000 ft. lbs.
Speed: 49 RPM
Weight: 16.1 lbs.
Square Drive: 1.0”
Noise Level: 80 dB
Repeatability: +/-2%
Accuracy: +/-4%

DIMENSIONS

<table>
<thead>
<tr>
<th>DIMENSION A</th>
<th>DIMENSION B</th>
<th>DIMENSION C</th>
<th>DIMENSION D</th>
</tr>
</thead>
<tbody>
<tr>
<td>12.2”</td>
<td>3.2”</td>
<td>2.75”</td>
<td>9.5”</td>
</tr>
</tbody>
</table>

Included Tool Holder

With FRL unit, 12’ hose and fittings

SUITABLE REACTION ARMS

Standard
PN: 21482

Deep Socket
PN: 24814

Double Ended Arm
PN: 25147

Blank
PN: 24813

Double Ended Blank
PN: 25016

Retaining Ring
PN: 21474

NEW WORLD TECHNOLOGIES INC
30580 PROGRESSIVE WAY | ABBOTSFORD, BC V2T 6Z2 | CANADA | 1.800.983.0044

RADTORQUE.COM